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HENSOTHERM®

HENSOTHERM® 920 KS bolt caps and silicone plugs
Steel structures pre-coated in the workshop with HENSOTHERM® 920 KS and assembled on the construction site 
require a time-consuming and usually unaesthetic-looking recoating of the screw connections. 

We have the solution!
Prefabricated HENSOTHERM® 920 KS bolt caps are now available for screw heads and screw nuts in diameters of  
Ø 12, 16, 20, 24, 27, 30, 36 and 42 mm. The assembly can be carried out in accordance with ETA 21/0475 on the 
basis of an expert report.

HENSOTHERM® 920 KS bolt caps for screw heads	 HENSOTHERM® 920 KS bolt caps for screw nuts

Assembly
To install the HENSOTHERM® 920 KS bolt caps, they are filled with ready-mixed HENSOTHERM® 2C-system using a 
dosing / squeeze bottle and pressed onto the screw head or the screw nut. That's it!

Attention: Galvanised screw connections / screw heads and screw nuts must first be coated with the primer 
HENSOGRUND 2K beforehand.

Advantages
• ��Quick, economical and easy installation
• ��Available in eight standard diameters
• ��Fire resistance rates R30 - R120 of the  

screw connections 
• ��Aesthetic appearance of the screw connections  

in visible areas
• ��Colour RAL 7045 / Telegrey 1, can be ordered for an  

extra charge in the corresponding colour of the top coat

Assembly of bolt caps Dosing /squeeze bottle
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HENSOTHERM®

HENSOTHERM® 920 KS bolt caps and silicone plugs

Bolt caps Article Article-No. Ø
Filling quantity 

920 KS 1)  
[gram/piece]

Thread 
overhang  

[mm]

Bolt cap for screw nut M12 1900112000 12 5 5,96

Bolt cap for screw head M12 1900212000 12 2 -

Bolt cap for screw nut M16 1900116000 16 7 8,29

Bolt cap for screw head M16 1900216000 16 6 -

Bolt cap for screw nut M20 1900120000 2 0 8 7,78

Bolt cap for screw head M20 1900220000 20 6 -

Bolt cap for screw nut M24 1900124000 24 23 7,86

Bolt cap for screw head M24 1900224000 24 17 -

Bolt cap for screw nut M27 1900127000 27 34 14,01

Bolt cap for screw head M27 1900227000 27 25 -

Bolt cap for screw nut M30 1900130000 30 35 11,91

Bolt cap for screw head M30 1900230000 30 29 -

Bolt cap for screw nut M36 1900136000 36 72 14,98

Bolt cap for screw head M36 1900236000 36 45 -

Bolt cap for screw nut M42 1900142000 42
on request

Bolt cap for screw head M42 1900242000 42

* �HENSOTHERM® 920 KS bolt caps are supplied in RAL 7045 / Telegrau 1. The caps can also be ordered on request and for an additional 
charge in the corresponding colour of the top coat used in the steel structure.

1) Approx filling amount to calculate the total demand.

Silicone plugs Article Article-No. Diameter Ø

Silicone plug 1900312000 M12

Silicone plug 1900316000 M16

Silicone plug 1900320000 M20

Silicone plug 1900324000 M24

Silicone plug 1900327000 M27

Silicone plug 1900330000 M30

Silicone plug 1900336000 M36

Bolt caps for screw heads* 
Ø 12 – 42 mm

Bolt caps for screw nuts* 
Ø 12 – 42 mm

Silicone plugs Ø 12 – 36 mm

Note: The silicone plugs are 
reusable.
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The information provided herein reflects the current state of our technical testing and experience with the use of this product. However, the buyer/user is hereby not relieved of their duty, at their 
own responsibility, to properly examine our materials for their suitability for the intended use based on the respective site conditions. Legal claims for damages arising from the use of this product 
for purposes other than, or in a manner that differs from, the description contained herein without our prior written approval are precluded and may not be asserted against us. In light of the 
circumstance that we have no influence over site conditions and various factors that could influence the performance and use of our product, a guarantee of results or liability, regardless of legal 
grounds, cannot be derived from this information or from verbal consultation provided by one of our employees unless we may be accused of intent or gross negligence. Our General Terms and 
Conditions apply for all other purposes (www.rudolf-hensel.de/gtc). The most recent version of our technical data sheet is valid and may be requested from the Rudolf Hensel GmbH or downloaded 
at www.rudolf-hensel.de. © Rudolf Hensel GmbH


